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EXPRESSIONS OF
ELEGANCE





INSPIRED BY NATURE,
BUT ONLY MORE ADVANCED.
H & R Johnson, a leading name in tiles, sanitaryware 
and bath fittings presents Johnson Marble & Quartz - 
A range of exquisite Engineered Stones that are made to 
impress. Inspired by the unprecedented beauty of natural 
marble, the Johnson Marble & Quartz product-line 
bridges the gap between nature and technology by 
maintaining the look and feel of natural marble while 
eliminating all the inherent problems that are prevalent in 
natural products.

Undisputedly the most versatile and practical building 
material, Johnson engineered stone products are truly 
nature redefined.



Taking inspiration from ancient Greek and Roman architecture, 
mosaics render a new style, a new methodology to the design 
expressions of a home or any other space.

Johnson Marble & Quartz, a range of engineered stones, 
present Elementé – the everlasting design expressions of 
mosaic captured in engineered stone.

With di�erent design elements like the classic blocks, brick 
patterns, or the nature inspired hexa shape among others, 
Elementé creates a seamless flow on walls.

Subtle yet confident, the soft muted neutral hues of white, grey 
and beige, the warm shades of brown and the bold black, work 
seamlessly within any interior décor scheme or aesthetic, 
o�ering unparalleled versatility .

From innovative design palettes and timeless classics to 
cutting-edge contemporary patterns, you’re sure to find the 
perfect selection to elegantly complement your style or décor.



The Elementé range draws inspiration from arresting 
shapes and intriguing patterns from nature, 
architectural designs and other facets of life.

SHAPES THAT INSPIRE

HONEYCOMB

HERRINGBONE

HEXABRICKBONE

CUBEPICKETS

NYRAPARQUET

BRICK

CHEVRON



Thickness
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STUDY ROOM

ON SINGLE WALL
AS BACKDROP

Handcrafted product, dimension variation of (+/-) 10mm is possible.

True to the French root word - piquet which means a peg, or the planks used 
to make fences, the picket shape resembles the hexagonal edges of picket 
fences. This unique shape contributes a contemporary quality to wall 
design. A classic example of simplistic angles and subtle tones, the picket 
shape when reimagined translates into a modern look rendering a certain 
character to it that would transcend time. 

PICKETS
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PICKETS

THASSOS WHITE
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MASTER BATHROOM

BOLD COLOURS
IN CONTRAST

Handcrafted product, dimension variation of (+/-) 10mm is possible.

Essentially an inverted V pattern, the word Chevron came into prominence 
in the 14th century, before which the shape did not have a specific name to 
it. A favourite Greek motif on pottery and stone, its usage originally dates 
as far back as 1800 BC. Often seen as an important element in insignias 
in the military, the shape exudes a sense of boldness and charm that can 
elevate any interior decor setting. 
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CHEVRON



NERO THASSOS

CHEVRON



Thickness
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CORRIDOR WALL

LIGHT GROUT LINES

Handcrafted product, dimension variation of (+/-) 10mm is possible.

Quite amusingly,  the name is derived from the skeletal pattern of the 
‘herring fish’, which the pattern owes a striking resemblance to. A recurring 
pattern found on the intricate jewellery and fabric  of the ancient Egyptian 
elite, the Herringbone pattern certainly makes a remarkable style 
statement with its repetitive arrangement of rectangles or parallelograms. 
The Romans have famously used it for paving roads especially to create 
extremely durable and stable thoroughfares. For those with a love for 
symmetry, the Herringbone is a surefire way to make a statement.

HERRINGBONE 
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CREMA MARFIL

HERRINGBONE



Thickness

12/15mm

Handcrafted product, dimension variation of (+/-) 10mm is possible.



PARQUET

BOTTICCINO BEIGE



Handcrafted product, dimension variation of (+/-) 10mm is possible.

The cube shape renders a third dimension to the design thereby elevating 
the space to an alternate level. In 2017 the 3D cube pattern challenged the 
ultra popular hexagon for the title of the most on-trend geometric shape. 
That was a milestone in the history of this design. Also known as the 
rhombille tile, tumbling blocks, reversible cube and the dice lattice, the 3D 
cube has been trending in tiles for around 2000 years and we are certain it 
will continue to do so well into the future as well.
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MULTICOLOUR EFFECT

STAIRCASE WALL



CUBE

EMPREDOR BEIGE LATTE



CUBE

WHITE ECSTACY
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Thick
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Handcrafted product, dimension variation of (+/-) 10mm is possible.



NYRA

BOTTICCINO BEIGE LATTE
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DARK   UMber

Marble Mosaic

Handcrafted product, dimension variation of (+/-) 10mm is possible.

HONEYCOMB
One of the most mathematically accurate patterns found in nature, the 
honeycomb design has fascinated and even baffled scientists over the past 
several centuries. The hexagonal shape of the honeycomb is not only 
pleasing to the eyes but assures perfect fit between each other.
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HONEYCOMB

BOTTICCINO BEIGE



HONEYCOMB

EMPREDOR



HONEYCOMB

LATTE



Handcrafted product, dimension variation of (+/-) 10mm is possible.

It’s truly fascinating how hexagons are part of our everyday lives. From 
the cloud formation over the North Pole of Saturn visible from space to the 
natural rock formation at the Giant’s Causeway in Ireland. In basic terms, 
a hexagon is a simple shape with six sides. But this seemingly simple shape 
is nothing less than a wonder.

HEXA
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ACCENT WALL

LIGHT SHADES 
WITH DARK GROUTS
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HEXA

NERO CIELO



HEXA

CINERE GREY

CREMA MARFIL



BOTTICCINO BEIGE

HEXA



HEXA

COCOA BROWN
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OUTDOOR SEATING

WITH WOODEN BENCH

The brick pattern has found universal acceptance and has stood the test of 
time remarkably. Looking back, this particular pattern was first 
introduced in the 17th century with the gauged brickwork which was 
prevalent in that era. A perfect fit across both the traditional and modern 
settings, the brick pattern renders a sleek and stylish appearance to walls, 
floors or wherever they are used. 
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BRICK BONE

Handcrafted product, dimension variation of (+/-) 10mm is possible.



BRICKBONE

EXPRESSO



BRICKBONE

COCOA BROWN



BRICKBONE

NERO CIELO



BRICKBONE

BURNT UMBER



Handcrafted product, dimension variation of (+/-) 10mm is possible.

The running brick pattern is one of the most popular and frequently used 
designs for interior and exterior walls. Placed side-by-side they create 
strong visual lines that seem so basic but are yet so incredibly versatile 
adding a hint of the Old World Charm with  a Modern Expression.
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LOBBY AREA

CONTRASTING 
WALL COLOURS

BRICK



BRICK

BOTTICCINO BEIGE



Elementé engineered stone mosaics come pre assembled 
on mesh sheets with factory finished pattern so that 
installation can commence without having to worry about 
assembling pattern or spacing between chips.

Dry-laying is advised before final installation to ensure 
adequate quantity of Elementé sheets required for the 
job is available. This will also help in planning installation in 
transition areas like sockets, shelves, cabinets, countertops, 
windows etc. 

As a precaution, use plastic sheets to cover areas like 
countertops, cabinets, sockets, appliances etc. which fall 
in spill zone of adhesive and grout used for installation.

Adhesive: Elementé is recommended to be installed 
using polymer modified adhesive suitable for fixing 
engineered stones; for eg. Platinum Star Plus from Ardex 
Endura Pvt. Ltd. or any equivalent. Mixing/preparation of 
adhesive should be done as per instruction manual of 
adhesive manufacturer. Do not use cement, mortar or 
plaster of paris (POP) as these can cause permanent 
staining & de-bonding 

Area of Usage: Elementé is suitable for installation only 
in indoor areas (away from direct sunlight)

Sheet Installation: Only general guidelines are given here, 
in all cases please follow the manufacturer’s instruction 
manual for installation.

Before starting any work, do ensure that the wall is dry, 
clean, free from loose material and su�ciently flat. Spread 
adhesive in an area which can be installed within the open 
time of the adhesive. Comb the adhesive to the required 
depth using a suitable square notch trowel. Press each 
Elementé sheet firmly into position, checking periodically 
that good contact is maintained with the back of each tile. 
Leave no voids behind tiles. It is recommended to fix 
within 25 minutes of adhesive being applied. To maintain 
uniformity in entire installed area, maintain adequate 
gap/space between adjacent Elementé sheets as well as 
adjacent chips within the sheet using suitable spacers. 
Expansion joints should be installed at all “changes in 
plane” of the mosaic and where the mosaic meets an 

Installation Guidelines
adjoining surface, such as in a corner. Fill these space(s) 
with a silicone caulking sealant in place of grout to create 
expansion joints at these locations.

Grouting: Only EPOXY BASED GROUTS are recommended 
for grouting work on Elementé. Grouting can be carried 
out after 24 to 48 hours of fixing Elementé sheets on wall. 
Follow grouting instructions given in manufacturer’s manual.

Grout Color: Colored grouts can be used artistically 
to enhance the overall aesthetics of the installed area, 
for example matching the grout with color of mosaic will 
give a subtle look to the installed space. Similarly, by 
choosing a grout with high contrast compared to mosaic 
color will make each mosaic chip to stand out with a 
bright outline making the space look lively and vibrant.

Grout Installation: Only general guidelines are given here, 
in all cases please follow the manufacturer’s instruction 
manual for installation.

Prepare the grout in a bucket and mix properly to get a 
homogeneous paste. Use a grout float in bottom up 
motion at a 45 degree angle to spread the grout evenly 
on the installed Elementé mosaic surface. Before the 
grout starts hardening, use a sponge and warm soap 
water and scrub in a circular motion, to remove excess 
grout and smoothing all joints. Make sure that the 
sponge is just damp and not too wet. Repeat the wiping/ 
cleaning process with fresh water till the excess grout is 
completely removed from surface. Finally clean the 
surface with a dry cloth and let the grout dry overnight. 
In case slight haze is noticed on surface after couple of 
days, repeat the cleaning process with soap and water.

Cleaning: Tools and containers may be cleaned using 
clean water when the adhesive/grout is still fresh. The 
hardened adhesive can be removed from tools 
mechanically. Clean o� excess grout from joints before 
they harden. 

Elementé mosaic surface should be cleaned regularly 
using warm soap water or neutral stone cleaner and 
sponge to avoid build-up of grime and dirt. Never use acidic 
cleaners as they can permanently damage the surface.



Do's
Use Elementé only in interior areas away from direct sunlight 

Install only using polymer modified adhesive 
suitable for fixing engineered marble & quartz

Dry-laying is advised before final installation to ensure 
adequate quantity of sheets required for the job is available

Use plastic sheets to cover areas like countertops, 
cabinets, sockets, appliances etc. which fall in spill 
zone of adhesive and grout

Use spacers to maintain uniform distance between 
chips in sheet as well as between two adjacent sheets

Grouting work can be carried out using epoxy based 
grout after 24-48 hours of installation

For all cases, do follow installation instructions given 
by adhesive/grout manufacturer

Regular cleaning using warm soap water or neutral 
stone cleaner and sponge will avoid build-up of grime 
and dirt during usage

Dont's  
Elementé is not suitable for exterior applications 
which are exposed to direct sunlight 

Don't use cement/mortar/plaster of paris for installation 
as these can cause permanent staining & debonding

Don't use sharp instruments/heavy objects on Elementé 
surface to avoid scratching or breakage

Never use acidic cleaners as these can permanently 
damage the surface
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Packaging Information

Content: Engineered Marble & Quartz Mosaic Sheet       Quantity/Box: 5 Mosaic Sheets  

Dimension/Sheet: 300mm x 300mm (approx.)               Weight/Box: 9-16 kgs (as per design)



Prism Johnson Limited
H & R Johnson (India) Division 
Windsor, 7th Floor, C.S.T. Road, Kalina, Santacruz (E), Mumbai - 400 098, 
Maharashtra, India. Tel. No.: 022 4064 7300 | www.johnsonmarblequartz.in

Customer Care: For any queries, suggestions or complaints, 
please contact customercare on 1800-22-7484 or email at 
jmq.customercare@prismjohnson.in


